
Outdoor wireless siren
STREETSIRENPLUS-S-B

TECHNICAL CHARACTERISTICS

Power 85 dB ~ 107 dB

Box tamper Sí

Wall tamper Sí

Compatibility Ajax panel

Acoustic warning duration From 3 seconds to 3
minutes

Notification of door
opening Yes

MATERIAL AND DIMENSIONS

Installation height 2.5 m

Dimensions 210.2 x 210.2 x 70.6 mm

Net weight 1150 g

Weight with packaging 1440 g

Color Black

GENERAL INFORMATION

Serie Ajax Superior

Technology Wireless

Compatibility
Hub 2 (2G / 4G) / Hub Plus / Hub 2 Plus /

Hub BP / Hub Hybrid (2G /4G) / ReX /
ReX 2

VIA RADIO

Frequency 868.0 MHz ~ 868.6 MHz
Transmission
distance

Up to 1500 m (without
obstacles)

Protocol Jeweller

AMBIENT

Operating temperature -25 ºC ~ 60 ºC

Degree of protection IP54

Use Outdoor

Maximum humidity 95%

POWER CONSUMPTION

Battery support Entry available

Battery model 8 x CR123A

Battery duration Up to 10 years

CERTIFICATION

Grade 2

Normative EN50131

TECHNICAL SPECIFICATIONS

Tipo de notificación Acoustic and visual

Frecuencia 1.4 ~ 1.6 kHz


